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Dear Journal Editors

We are grateful for the insightful and constructive comments from the reviewers. The manuscript has been revised and improved to address their comments. Additional changes have been implemented based on further reading and discussions. In the following pages, you will find the detailed answers to the reviewers’ comments. To facilitate the review process, all new changes have been tracked in red in the new version of the manuscript, and extracts of the revised text were added at the end of each response.



Reviewer 1: 

The manuscript addresses an important environmental and engineering challenge: the reuse of water treatment sludge (WTS) as a partial replacement for Portland cement in concrete. This topic is timely, given the global push toward sustainable construction and improved waste management. The study reports experimental investigations on concretes incorporating WTS from the Cau Do Water Treatment Plant (Da Nang), examining replacement ratios of 0%, 5%, and 10% under controlled thermal treatment. The methodology is presented clearly, and compressive strength testing at 3, 7, and 28 days provides informative performance metrics.

The results indicate that a 5% WTS replacement after calcination at 300 °C retains approximately 91% of the compressive strength of the control mixture, suggesting potential suitability for non-structural applications and providing useful evidence for waste valorization in construction. Nevertheless, the scope is limited: long-term durability (e.g., shrinkage, permeability, freeze–thaw resistance) and environmental impacts are not evaluated. The absence of slump measurements or other workability indices also hinders a comprehensive assessment of fresh-state performance and constructability.

We would like to acknowledge the reviewer for the careful reading and constructive comments. The reviewer raises a valid point regarding the need for assessment of long-term durability. We agree with the reviewer that this aspect must be validated for a practical application of the proposed solution. However, our research, presented in the paper, focuses on the initial step of such a solution: evaluating the potential application of water treatment sludge for cement replacement in concrete. The evaluation on long-term performance or environmental impact was planned in future studies to confirm the application of this solution. We also introduced these aspects in the perspectives of this research in the conclusion section. 

We have also modified Table 1 and added Figure 5, Figure 6 in Section 3 with supplementary information on slump tests and experimental details to justify our experimental works.



In addition, the methodology would benefit from fuller documentation of constituent materials and characterization protocols (e.g., cement type/grade, aggregate properties, water quality, admixtures, and WTS properties and preparation). Without these details, reproducibility and cross-study comparison are constrained.

Thank you for your comment. Some information concerning the details of admixtures were presented in Table 1. We have also provided more information about Cement type/grade, aggregate properties, water quality to clarify this comment as follows:

“The grade cement used in this study is PCB40 fabricated by Hoang Thach company which is mixed with river sand and coarse aggregate is size of  (Table 1) ”

The manuscript is logically structured, progressing from the background to materials and methods, the experimental program, results, and conclusions. The writing is generally clear and coherent, with appropriate use of figures and tables. The English is understandable but would benefit from further editing for grammar and fluency. The figures are relevant, though the captions could be more descriptive. References are adequate and include both international and Vietnamese standards, but could be expanded to include more recent studies.


We have revised the paper extensively to enhance its scientific writing. We also include other recent studies relating to our research. 

Clarify the novelty: highlight more explicitly how this study differs from, or advances beyond, prior work on WTS reuse. Add workability parameters (e.g., slump test results) better to evaluate the practical applicability of the proposed mixtures. Provide detailed information on the materials used (cement type, aggregate properties, water, admixtures, and WTS characteristics) to improve reproducibility and comparability.

Our research is devoted to investigating the potential of reusing the water treatment sludge for cement replacement. When such a solution was recently investigated in developed countries, its application in Vietnam is still limited. The main contribution of our study could be seen as an initial step before more comprehensive studies can be implemented.

Reviewer 2: 

Nội dung bài báo có ý tưởng mới trong việc sử dụng bùn thải để thay thế một phần xi măng. Tuy nhiên, giá trị khoa học tương đối thấp và tính ứng dụng hầu như rất ít. Số lượng mẫu ít, quá trình chế tạo mẫu chưa đủ độ tin cậy.


Nhóm tác giả xin ghi nhận đánh giá của phản biện. Việc tái sử dụng bùn thải từ quá trình sản xuất nước sinh hoạt trong các nhà máy cấp nước là một giải pháp hướng đến phát triển bển vững. Trong khi trên thế giới đã có các nghiên cứu chuyên sâu về các giải pháp tương tự thì ở Việt Nam, khía cạnh này vẫn chưa được quan tâm đúng mức. Do quá trình từ việc nghiên cứu ứng dụng cho đến khi có kết quả hoàn chỉnh và ứng dụng được đòi hỏi rất nhiều các thí nghiệm và đánh giá khác nhau. Điều này đòi hỏi việc nghiên cứu hoàn chỉnh đề xuất này cần phải được thực hiện trong một dự án lớn và có kinh phí không nhỏ. Nghiên cứu này được thực hiện ở bước sơ khởi, nhằm đánh giá tiềm năng của giải pháp, trên cơ sở đó các nghiên cứu sâu và rộng hơn sẽ dược tiến hành nhằm hướng đến khả năng ứng dụng cũng như hàm lượng khoa học của đề xuất. 
Quá trình chế tạo mẫu được thực hiện trong phòng thí nghiệm tuân theo các quy định về chế tạo và dường hộ bê tông được quy định trong tiêu chuẩn. Số lượng mẫu thử đáp ứng số lượng mẫu thử tối thiểu được quy định. Tuy nhiên để tăng mức độ tin cậy của số liệu thực hiện, nhóm tác giả cũng đồng ý với quan điểm là cần thêm nhiều số lượng mẫu thử trong các thử nghiệm.


Bố cục tuân theo quy định. Phần kết luận còn dài và chưa nêu được các kết luận chính. Tài liệu tham khảo tương đối ít. Còn thiếu các hình ảnh mẫu và các bảng biểu


Tác giả đã cập nhật phần kết luận, bổ sung thêm các tài liệu tham khảo và một số hình ảnh, bảng biểu minh hoạ cho quá trình thí nghiệm mẫu.

Tác giả cần kiểm tra và rà soát phần diễn đạt và ngữ pháp Tiếng Anh vì còn sai nhiều. Thống nhất cách viết: CO2 hoặc m3. Trong phần tổng quan: cần bổ sung thêm để làm rõ mục tiêu nghiên cứu vì kết quả dường như đã được dự báo trước.. Tác giả cần giải thích hoặc bổ sung thời gian sấy mẫu ở 300C là bao lâu?. Bổ sung thêm các hình ảnh trong quá trình chuẩn bị mẫu.. Số lượng mẫu quá ít nên kết quả bị hạn chế trong so sánh, đánh giá thêm các tiêu chí khác.. Các đánh giá của tác giả cần phải có các lý luận, bằng chứng khoa học rõ ràng hơn. Phần kết luận cần được viết lại theo hướng súc tích hơn.

Nhóm tác giả xin phản hồi lại như sau:
· Tác giả đã rà soát lại phần diễn đạt tiếng Anh của toàn bộ bài báo. 
· Các biểu diễn các tham số, đơn vị cũng đã được chỉnh sửa. 
· Phần tổng quan cũng đã được cập nhật nhằm làm rõ hơn mục tiêu của nghiên cứu: “Despite its promising potential and environmental benefits, in Vietnam, research on the reuse of WTS in construction remains limited, despite the country facing growing urbanization, infrastructure demand, and environmental pressures from waste disposal. To address this gap, the present study investigates the potential of WTS sourced from the Cau Do Water Treatment Plant in Danang City as a partial replacement for Portland cement in concrete. Specifically, the study examines the effects of incorporating thermally treated WTS at different replacement levels on the compressive strength of concrete at various curing ages. By providing experimental evidence within the Vietnamese context, this work aims to assess the technical feasibility of WTS recycling, support sustainable waste management practices, and contribute to advancing circular economy approaches in the construction industry.“
·  Các thời gian sấy mẫu cũng bổ sung trong mục 3, đồng thời cũng bổ sung thêm các hình ảnh minh hoạ trong quá trình chuẩn bị mẫu
· Về số lượng mẫu chưa đáp ứng: nhóm tác giả đã phản hồi ở nhận xét trước đó (nhận xét số 5)
· Các đánh giá được đưa ra trong bài báo dựa trên số liệu thí nghiệm thu thập được. Nhóm tác giả cũng xin ghi nhận rằng để đưa ra nhận định mang tính khoa học, cần thêm các thí nghiệm khác với số lượng mẫu thử lớn hơn như đã thảo luận ở nhận xét số 5.
· Phần kết luận nhóm tác giả đã thu gọn lại nhằm đảm bảo tính súc tích như sau: “This study evaluated the use of thermally treated water treatment sludge (WTS) from the Cau Do Water Treatment Plant as a partial cement replacement in concrete. At a 5% replacement level, WTS treated at 300 °C retained up to 91% of the 28-day compressive strength, indicating improved pozzolanic activity. Although strength reductions were observed, results suggest WTS can be applied in non-structural concrete, supporting waste valorization and sustainable construction. Further studies on durability, workability, and environmental impacts are recommended.”

